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Appendix F 
Unwrapped 
Specifcation 
It is possible to sometimes accept Access 1400 
mailing items without wrapping or envelopes. 

This option is not available for Access 70 CBC and 
Access 70 OCR services. 

Presentation Requirements 

This service is only ofered by prior agreement from 
Whistl, to ensure that the correct additional 
presentation requirements are met. 

All unwrapped postings must be included in the 7 
day and 24 hour pre-notifcations 

• This option is only available for Premier 1400 
• The correct fnal bag label must be applied to each 

bundle or bag 
•  If the mail is presented in bundles without bags 

the bundles must be crossed strapped or 
alternatively wrapped in polywrap 

• For bundles held together by polywrap the bundle 
label must comprise of a white adhesive label, 
which should be the same size as a bag label, and 
should be applied to the outside of the polywrap 

• There is a minimum requirement per bundle/bag of 
25 mailing items for letters and 5 mailing items for 
large letters and packets. 

• Each item in a posting may not be more than A4 or 
less than A5 in size 

• Each mailing item is to be preaddressed on the 
over, in a position to be agreed with your Whistl 
Account manager 

• Each mailing item must display an approved Whistl 
indicia 

• The address area on each mailing item should be 
white and at least 76mmx127mm 

• All pages must be of the same size and fxed 
together; no loose inserts are allowed 

• Return address is to be visable on the item 
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In addition, no part of the address should fall within 
40mm of the top of the mail piece. 

However, if you cannot meet this requirement, then 
as long as there is no other print or graphic on the 
envelope that could be construed as an address, and 
providing the address conforms to PAF, the Address 
Block may encroach in to the 40mm, clear zone as 
long as the last line of the Address Block is no nearer 
than 50mm from the top of the mailpiece. 

However by exception, the address may encroach 
into the 40mm clear zone, providing the postcode is 
a minimum of 50mm from the top of the envelope, 
and there is nothing else on the envelope that could 
be construed as an address. This is particularly 
benefcial for Dl sized envelopes where much less 
restriction on address block position is now available. 
Please see the OCR template below, which illustrates 
these clear zones. 

For more information please contact your Whistl 
Account Manager. 

120mm 

5mm 

15mm 15mm 

18mm 

115mm 

130mm 

10mm 

42mm 

40mm 

Place the blue box over the bottom left
 corner of the mail piece. Check that: 
– the entire address falls within the 

clear address zone 

Place the green box over the bottom right corner of the mail piece. 
Check that: 
– the grey zone is clear of any print or graphics 
– the entire address falls within the clear address zone 

Place the purple box over the top right corner of the mail piece. 
Check that: 
– no part of the address falls within the solid orange zone 
– the TNT Post indicia fits within the indicia zone 

Mail items must fit through this slot. Maximum thickness 5mm 

Premier OCR 
Maximum mail piece size 240 x 165mm 
Minimum mail piece size 140 x 110mm 

ADDRESS ZONE 

OCR CLEAR ZONE 

OCR CLEAR ZONE 

15mm clear zone for CBC 

50mm line for postcode position 

Skew Reference Line 

Pa
ss

Pa
ss

 

RETURN ADDRESS AREA INDICIA 
HERE WHEN 
APPROVED 

Example of OCR Template 

Please note the diagram above is not to scale. 
• The address can appear anywhere within the 

address zone. 
• Please leave clear a zone 18mm from the bottom 

edge, and 130mm from the right edge. This is for 
Royal Mail code marking. 

• Please leave clear a zone 100mm from the right edge 
and 10mm high, with its top edge 70mm from the 
bottom edge. This is for Royal Mail code marking. 

• No part of the address can fall within 40mm of the 
top of the mail piece, unless the whole of the 
postcode is more than 50mm fro the top of the 
envelope. 

Address Block Skew Check 
For window envelopes, tap the envelope so that the 
insert is as far into any corner as possible.  Lightly 
hold that corner and tap the diagonally opposite 
corner to induce the maximum amount of insert skew 
(see template above). 

Place the item on a fat surface; 
a Align the whole of the left hand side of the 

address block to the skew reference line. 

b Slide the address block along the skew reference 
line until the top reference edge of the mailpiece is 
at point X on the template. 

Check that: 
The top reference edge of the letter remains within 
the triangular green zone. 

Sending OCR items – How it works 
Using Optical Character Recognition – OCR – enables 
the Customer to print the addresses in a typeface 
that our sorting machines are able to read, by breaking 
each line down into separate characters or words and 
looking for vertical white paths between them. 

However, in order for OCR to function properly, only 
certain fonts can be used and print quality must be 
of a certain standard. For example, using typefaces 
that are more unevenly spaced than others (or printing 
labels on a printer where the ink is running low) may 
cause the item to be rejected, which means having to 
resort to manual sorting – that can cause delay. 
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Which Typeface to Use? 
There are a variety of fonts the Customer can use, 
though we would recommend using one from the list 
opposite wherever possible. We would also 
recommend the Customer regularly check the quality 
of your print output for clarity. If you have any doubts 
on either of these requirements, please contact your 
Whistl Account Manager. 

Here is the list of recommend typefaces: 

• Arial 10-12pt regular 
• Avant Garde 11-15pt regular 
• Century Schoolbook 10-11pt roman and bold 
• Courier 10-15pt regular and bold 
• Courier New 10-15pt 
• Frankfurt Gothic 10-12pt 
• Franklin Gothic 11-14pt book 
• Geneva 10-12pt regular 
• Helvetica 12-14pt regular and bold 
• News Gothic MT 10-12pt regular and bold 
• Universe 10-15pt regular and bold 
• Verdana 10-12pt regular 
• Letter Gothic 12pt regular 
• Lucinda Console 12 pt regular 
• Lucinda Sans Typewriter 12 pt regular 
• Monaco 12pt regular 
• OCR B 12pt 

Typefaces with the following characteristics are also 
suitable: 

• Size – Height: 2mm min; 7mm max.Width: 7mm max. 
• Dimension – minimum ratio of lower case height 

(b) to upper case height (a) of between 2:3 and 
3:4. A ratio of width (c) to height (a) of 
approximately 2:3. 

• Consistency – each line of the address should be 
in the same typeface and size. 

• Quality – characters must be complete, clear, 
uniform and of high resolution, with individual 
stroke thickness of between 8% and 16%of the 
height of the character. 

• Contrast – there should be a contrast between the 
characters and the background on which they are 
printed of at least 50% (55% if it is to be read 
through a window). 

• Character spacing – there should be a fxed pitch 
of between 10 and 12 characters per inch (or 
between 15 and 8 point size), with clear vertical 
gaps of at least 0.25mm between the extremities 
of adjacent characters. If you are using 
proportionally spaced text, please ensure you keep 
spacing of at least +0.75, as this signifcantly 
improves the rate at which addresses can be read. 

• Line spacing – allow uniform spacing between all 
lines of the address, of at least 1mm (5 points). 

OCR machines can read anything up to 32 characters 
per line (including spaces). OCR cannot recognise 
computer zero (Ø) and ampersand (&). Script type or 
italic typefaces also cannot be read. 

Things to avoid 
The following are typical problems, which can 
prevent your mail from being processed by an OCR 
machine. 

• Characters with incorrect proportions e.g. 
Stretched or condensed typefaces. Overlarge or 
small characters. 

• Quality of characters – which are poorly printed or 
defned, either because they have been printed by 
low quality printers or low resolution dot matrix 
printers, or because the Printer needs maintenance 
(worn ribbon, low on toner etc.). 

• Characters with poor outlines – fuzzy or blurred, or 
strokes which are incomplete, broken or smeared, 
for any of the above reasons. 

• Close character spacing – characters which touch 
adjacent characters, whether on the same line or 
those from above or below. 

• Proportionally or unevenly spaced text – characters 
or words which have too much space between them 
(more than four character widths or 10mm in size). 

• Typeface styles – italic, inclined graphic, pseudo-
script or handwriting limitations. Typefaces with 
excessive serifs which touch or overlap adjacent 
characters or serifs. Generally, sans-serif fonts are 
preferable to serif fonts. 

• Print contrast – printing white type on a black 
background or similar, or combinations of colours 
such as black print on a strong red background. 

6.0 Sealing 

All items must be securely sealed on all sides, taking 
care to avoid too much gum.  Envelope faps may 
fold either to the back or front of the mail piece.  If 
the fap folds to the front (address side) of the 
mailpiece, the edge of the fap must not fall within 
the clear zones required for route and tag codes. 

• You must not use metal clips or staples 
• The items must be sealed on all sides securely and 

continuously 

One piece mailers are permitted, please contact your 
access account manager for the full specifcation. 

Please note 
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Step one 
Use the table to fnd row and column references for 
the characters in the Postcode and Delivery Point 
Sufx. Note that the sixth row/column is numbered 0 
not 6. 

For example the letter S is in row 5 and column 5. 
Write these down in a grid like this (we’ve used an 
example Postcode of SN3 4RD and DPS of 1A), then 
add them up: 

Step two 
Divide the totals by six (it’s always six, no matter how 
many characters are in the Postcode), and note the 
amount left over. In this example: 

• 6 goes into 22 three times with 4 left over. 
• 6 goes into 27 four times with 3 left over. 

Step three 
Refer these ‘left over’ fgures back to the table, 
fnding the character where they intersect. 

For example, row 4 and column 3 gives the checksum 
character K. 

Even if your ‘left over’ character is zero (i.e. 6 into 24 
goes four times with zero left over), this will relate to 
a row or column on the grid. 

Note: If you need to print a separate barcode for 
your own use on the front of a mailing item, 
then you must contact your Whistl Account manager 
for advice on positioning to ensure that 
this does not afect the readability of the CBC. 

Using Window Envelopes 
Windows may be included on envelopes for a variety of reasons so it is necessary 
to ensure that the inclusion of a window(s) does not physically impact the mail piece 
in such a way that may prevent our machines from processing it. 
The following window options are permitted: 

Option to have a window 
on the front 

Option to have a window 
on the back Example of Use Requirements 

✓ 
The barcode and address 
is read through the 
window 

✓ 

The barcode and address 
is printed on the front of 
the envelope and the 
window on the back is 
used for non-address 
information 

✓ ✓ 

The barcode and address 
is read through one 
window on the front and 
the window on the back 
is used for non-address 
information 

The front face is defned as the side containing the indicia and the delivery address 
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Barcode is read through a window 
If you intend your barcode to be read through a 
window, please follow these requirements: 

• The window position must be at least 15mm from 
the top, left and right edges of the envelope, and 
be at least 18mm from its bottom edge 

• The maximum gloss value of the window material 
should be equal to or less than 150 when 

measured at 60° in accordance with ASTM 2457 
standard test method for specula gloss of 

plastic flms 
• The window haze must be equal to or less than 

75% in accordance with ASTM D1003-00 standard 
test method for haze of plastic flms 

• The window envelope material must be robust 
enough not to become deformed, and fxed to the 
envelope evenly across the surface area it is 
contact with. 

• Any items placed inside the envelope must ft 
securely and not move around 

• The barcode must always be visable, with at least a 
2mm clear zone around it. It must never skew more 
than 5° relative to the edge of the envelope 

• The recipients name may be tapped out above and 
to the right of the window, providing that the 
remainder of the address is fully visable at all 
times, and that the recipients name taps back into 
the window 

• The number of windows on a single mail piece 
must not exceed two 

• The windows must not exceed 50% of the surface 
area for one face of the mail item. The windowa=s 
should not infringe any of the clear zones on the 
mail piece 

Address and barcode are printed 
If you intend your address and barcode to be printed 
on the front of the envelope and include a window on 
the reverse for non-address information please follow 
these requirements: 

• Only one window is permitted 
• The window must not exceed 50% of the surface area 
• The window envelope material must be robust 

enough not to become deformed and fxed to the 
envelope evenly across the surface area it is in 
contact with 

Windows on the front and back of the envelopes 
Envelopes with a window on each side, one of the 
front and one on the back can only be used if 
the following requirements are met: 

• Minimum mailpiece length is 212mm (maximum is 
240mm) 

• Maximum thickness of 1mm 
• Paper inserts only 
• Maximum weight 20g 
• The window on the front face must be rectangular 

with a maximum sixe of 90mm length and 45mm 
height. It must be positioned between 18mm and 
20mm from the bottom and right edge of the 
mailpiece 

• The window on the back must be circualar with a 
maximum diameter of 48mm. The perimeter of the 
window must be 31 = 1mm from the bottom of the 
envelope and centred along the edge. 

Sealing 
All items must be securely sealed, on all sides, taking 
care to avoid too much gum. Envelope faps may fold 
either to the back or front of the mailpiece. If the fap 
folds to the front (address side) of the mailpiece, the 
edge of the fap must not fall within any required 
clear zone. 

• Customers must not use metal clips or staples. 
• The items must be sealed on all sides. 
• Perforations and tear of slips are not permitted. 

Sealing Tolerances 
Opening faps must be gummed and sealed as far 
along the edge as possible. All remaining edges must 
be sealed.There is a maximum tolerance of 25mm of 
the envelope top and sides (see diagram below) 
where the faps do not have to be gummed or sealed. 

Envelope Flap Sealing 
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Zip Tie Perforations 
Zip Tie perforations are defned as a series of holes in 
a mailpiece to make opening easy. The “cut” is the 
hole and the “bridge” is the paper that is left intact 
and subsequently torn when the mailpiece is opened. 

Zip Tie perforations are acceptable subject to the 
following requirements: 

• The Zip Tie must be die cut into the mailpiece 
• The paper weight for the mailpiece must be >150 

gsm 
• The mailpiece must be presented in landscape 

orientation only 
• The Zip Tie must always be placed on the back of 

the mailpiece 
• The Zip Tie may be positioned either horizontally or 

vertically, but the ‘tear’ direction of the Tie is 
dependant upon the orientation of the mailer. The 
fgure below illustrates the back of a landscape 
orientation mailpiece. 

Zip Tie Orientation – Landscape Mail (not to scale) 

• The Zip Tie must be located on a fap that is 
<40mm wide as illustrated in the fgure below 

• The Zip Tie must be positioned >9mm from the 
edge of the fap as illustrated below 

Zip Tie Dimensions 
The dimensional requirements for the cut of the Zip 
Tie are provided below 

• All cuts and bridges must be of uniform size 
• The cuts must be rectangular in shape and have a 

width of < 0.1mm 
• The glue used to seal the fap must not be run out 

onto the outside as of the mail item or produce 
protruding mounds of the mail item 

• The glue must be fully cured prior to presentation 
to Royal Mail to avoid sticky mail 

• The tensile strength of the glue must be > 4.5N and 
fbre tear must be exhibited on separation 

Roulette Perforations 
Roulette perforations are defned as a series of holes 
in a mailpiece to make opening easy. The “cut” is the 
hole and the “bridge” is the paper that is left intact 
and subsequently torn when the mailpiece is opened. 

The elements of a Roulette Perforation are defned in 
the picture below: 

Roulette Perforation Dimensions 
See diagram below 
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Appendix J 
Whistl 24 Hour 
Notifcation 
The 24 hour notifcation is used to provide Whistl 
with the information it needs to supply Royal Mail 
with the correct amount of items that Whistl will 
hand to the Inward Mail Centres the next day. This is 
part of the Downstream Access requirements that all 
alternative carriers have to adhere to. 

This form is supplied to Whistl Access Customer 
Services who in turn ensures that all the correct 
information provided by the 24 hour notifcation is 

uploaded into Whistl’s system.This enables all the 
bags that are collected on the given day to be 
scanned and the correct forecast to be provided. 

This form has to be provided to Whistl Customer 
Services, by e-mail, by 08:30 on the day of collection. 

Please follow the next steps to ensure that the 
correct information is provided to Whistl Customer 
Services. 

1 Client 
Please enter the name of the Customer who the 
mailing is being produced on behalf of. 

2 Date of Collection 
This is the date that Whistl will collect the posting. 

3 E-mail addresses 
These are the addresses that the notifcation sheet is 
to be sent to.Any additional persons who this form 
relates to can be added to this address list when 
e-mailed. 

4 Mailing House 
This is the name of the Mailing House who is 
producing the posting. Please include geographical 
location. 

5 Service 
Drop down box to choose the service that is being 
mailed i.e. Premier 2 Day, Premier 3 Day and Premier 
Monday. 

6 Handover Date 
This is the handover date to the Royal Mail. 
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Full Mailing Information 
This half of the form is for all mailing fles that are being collected in their entirety. 

1 Whistl File Name 3 No of items: 
This is the name of the .whistl fle that is produced once The total number of items for the advised .whistl fle. 
the address data has been run through the software. 

4 Customer details: 
2 Start and fnish bag numbers: This should be completed with any job reference that 
The start ID is the frst bag ID produced within the has been used within the mailing. 
.tnt fle and the fnish is the last bag ID within the . 
whistl fle. 

Split Mailing Information 
This half of the form is to be used for all mailings and their respective fles that are collected over 
multiple days. On every collection day the relevant part of the mailing and fle are inputted here. 

1 Whistl File Name 
This is the name of the .whistl fle that is produced once 
the address data has been run through the software. 

2 Start and fnish bag numbers 
This should be completed with the frst bag ID and 
the last bag ID of the part of the mailing advised for 
collection on that day. E.g. the .tnt fle contains 100 
bags that amount to 30’000 items.The last half of the 
.tnt has been produced for collection on the date 
given at the top of the form.Therefore the frst bag ID 
would be 00051 and the last bag ID would be 00100. 

3 No of items 
The total number of items for the mail bags which are 
advised from the split to be collected that day. 

4 Customer details 
This should be completed with any job reference that 
has been used within the Mailing. 
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Please note that Whistl is fully aware that problems 
can occur within production and that it could afect 
the forecast provided to Whistl Customer Services at 
08:30. 

Because of this we would ask that you use the 
following contact to notify of any amendments to the 
forecast as soon as possible so that we can manage 
any problems that you have. 

Whistl Customer Services 

Telephone: 01628 891644 
E-mail: whistldelivers@whistl.co.uk 

Please feel free to use this contact if you have any 
problems over the use of this form or alternatively 
contact the Account Manager or Implementation 
Manager that have been assigned to yourselves. 
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Appendix K 
Key National Postings (KNP)/ 
Exceptional and Large 
Posting (ELP) 

1.0 Introduction 

The information in this document is designed to 
defne the process for managing together KNP/ELPs; 
it describes the communication channels, the fow of 
information and the actions required by each link 
within the process. 

This process applies to all access services ofered and 
this is in addition to and does not replace any existing 
processes for handling Access Postings as described 
in the Premier Customer guide. The efectiveness of a 
KNP/ELP is largely dependant on the timeliness of 
the exchange of key information between the poster 
and Whistl. 

2.0 Background 

The KNP/ELP process is designed to ensure advance 
notice is provided for all postings that are considered 
‘exceptional’ because of their volume, size, shape or 
geographical bias. 

The KNP/ELP process is used to raise the awareness 
of particular mailings to ensure these mailings are 
planned, communicated & executed to meet the 
product specifcation and quality of service in an 
efcient & cost efective manner to the beneft of all 
concerned. 

3.0 Defnition 

A KNP/ELP is any posting, which may cause operational 
difculties and may not be successful or meet quality 
of service unless it is planned distinctly from ‘business 
as usual’ mailings and the plans implemented. 

It should be noted that individual postings may not 
themselves cause operational difculties, but may 
contribute to such concerns when combined with 
other postings.Therefore, if any posting fts any of the 
criteria described below, then the KNP/ELP process 
must be followed and the customer must notify 
Whistl at least 4 weeks prior to the date of posting to 
enable detailed operational planning to take place. 

Above Normal Daily Postings (on one day) 
1,000,000 Letters – machineable 
1,000,000 Letters – un-machineable 
500,000 Large Letters 
250,000 Packets 

Geographical bias 

Other Criteria 
• Postings containing items of an unusual size/shape 

or weight. 
• Items that do not ft through the average sized 

letter box as defned European standards 
commission. 

• A posting with a geographical bias can apply to 
any Access service, therefore, the operational 
impact of a posting with this profle will nearly 
always be considered for KNP/ELP status. 

• When a business replied envelope item is included 
in the outward mailing where there is anticipated 
response level of more than 10,000 items for 5 
consecutive days. 

4.0 Entry Level 

Volume is not the only determining factor; it is one of 
workload and capacity.A common sense approach is 
applied to postings that may be reasonably be 
considered to be ‘exceptional’ because of their size, 
shape, or geographical bias and/or show a signifcant 
spike in the normal posting pattern. 

5.0 Documentation 

A fall to earth of the mailing profle must be 
presented a minimum 2 weeks prior to the posting 
being handed over to Whistl.The format of the fall to 
earth is shown below.Any changes to the FTE must 
be notifed immediately by Whistl. 

Customers must provide detailed ‘fall to earth’ in the 
format detailed below in EXCEL two weeks in 
advance. 
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Appendix L 
greenPost 

Service Overview 

greenPost can be used in conjunction with any of the 
Premier services (please refer to the Premier 
Customer Guide) and must only comprise of a Letter 
or Large Letter format. 

Each greenPost posting on any day shall comprise 
not less than 4,000 Mailing Items qualifying 
as greenPost. 

There are two levels you can qualify for: Entry & 
Intermediate levels and you will need to fully satisfy 
the greenPost specifcation in the following four areas 
(see the greenPost user guide for more information): 
• Sourcing and recyclability 

• Data 
• Opting out 
• Mail item specifcation 

For full specifcation details, please refer to either 
your Account Manager or the greenPost User. 
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Appendix M 
Whistl Bureau 
Service 
Whistl Bureau Service 
The Whistl Bureau Service is a value added service 
for customers and mailing houses who wish to use 
Whistl for data sortation and/or bag label production. 
The service sorts customer data using Whistl‚Äôs 
Sort Software to ensure that data is formatted and 
presented correctly to ensure compliance with Royal 

Mail. Our in-house experts will process and pre-sort 
data in a controlled environment in accordance with 
Whistl operating standards and procedures. 

Bureau Service Process and Service Levels 
1) Customer to complete bureau service pro-forma 
(see below example) 
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2) Customer to provide data fle in CSV format only, if 
data is supplied in a diferent format, there may be a 
charge for conversion 

3) Customer to email data fle and pro-forma to Whistl 
to the following email: bureau.requests@whistl.co.uk 
or alternatively data fles can be uploaded via a 
secure FTP site 

The following service levels will apply: 

Data Only – 24 hrs from the date of submission 
(excludes weekends and Bank holidays) 

Labels Only – 48 hrs from the date of submission, if 
submitted before noon (excludes weekends and Bank 
holidays) 

Data and Labels – 72 hours from the date of 
submission, if submitted before noon (excludes 
weekends and Bank holidays) 

4) Data fles will be returned to the customer (this 
will include: .tnt fle, Production Line Listing, 
Computer Planning Report and .SEC fle). The sorted 
data fles will be returned via email orvia secure FTP 
transfer, depending on the size of the fle (see below 
for FTP server login): 

Host Name: 193.132.127.221 
Username: bureau service 
Password: B8a3A0.9423425 

Where there is an urgent requirement, please speak 
directly with your Whistl Account Manager to confrm 
an alternative timescale – this may be chargeable and 
will be advised at the time of ordering. 

NB: Pricing information for this service is available via 
your Whistl Account Manager. 
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Appendix N 
adMail 

Service Overview 

The recession is having an adverse impact on 
advertising revenues and there is a requirement to 
develop innovation in the Direct Mail market segment. 
By reducing prices for Direct Mail we aim to demonstrate 
to customers our commitment to delivering value for 
money and to provide continued support to the 
existing Direct Mail market. 

adMail is for addressed Direct Mail (DM) letter and 
large letter mailing items comprising a largely uniform 
message with the purpose of promoting the sale or 
use of products or services or to encourage, contribute 
to or support a cause. 

Each adMail daily posting must comprise at least 
4,000 mailing items per service per day. 

All mailing items to qualify as adMail must: 

• Be addressed Direct Mail letter or large letter 
format mailing items; 

• Meet the requirements of the adMail schedule 
including data specifcation, service standard, 
indicia and seed mailing items. 

For full specifcation details, please refer to either 
your Account Manager or the adMail user guide. 
Customer Guide 
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Appendix O 
Premier Zonal 
Option 
1. Introduction 2.What is a Zone? 

Customers who wish to post using Whistl’s Premier Royal Mail has analysed the c.11000 postcode sectors 
Zonal service are required to meet certain additional in the United Kingdom and has allocated each of 
presentation requirements. The following sections these to a zone according to criteria as per the table 
provide the detail of those requirements. below: 

Zone Defnition 
DPD=Delivery Point Density and BD=Business Density 

A (Urban) (BD > 10% and DPD > 500) or DPD > 1000 

B (Suburban) DPD <1000>100 

C (Rural) DPD <100 

D (London) M25 
Where the relevant 3 digit Standard Selection Code (SSC) is defned as 
“having more than 50% of their postal delivery volumes going to an area within 
the M25 boundary” 

3. Zonal Whistl Sort Database 

For existing customers, you will already have a copy 
of the relevant Whistl Sort Database software. This 
software will now contain a zonal option for customers 
to choose to sort their mail into zones. The whistl Sort 
Database will be updated to refect the diferent zones 
and any changes to this database will be updated 
periodically and communicated to the customer. 

It is the customer’s responsibility to ensure that they 
implement these changes and that the current version 
of the national and/or zonal whistl Sort Database is used. 

For new customers wishing to post using the Premier 
Zonal service, they will be given the relevant version 
of the Whistl Sort Database software at the time of 
implementation. 

4. Mail Presentation 

Individual Mailpieces 
It is a requirement that all mailing items being posting 
using the Premier Zonal service, carry the relevant 
zonal indicator relevant to the postcode sector of the 
corresponding address. 

There are two options relating to the position of the 
zonal indicator:-

• Positioned within the top right hand area of the 
address window immediately following the SSC 
(zone A, B, C, D or Z for items without a zone) e.g. 
53200 A 

Or 
• Be positioned on the outer envelope and be 

preceded by the word “Zone” and be a minimum 
font size of 10 (e.g. Zone A) 

Both options will need to be positioned outside of 
any Clear Zones, see below examples: 
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53200A 
Mr Bloggs 
South Wing 
Bell House 
300 Western Road 
OXFORD 
OX4 5ZZ 
ZONE 

ZONE A 

NB: to facilitate this Whistl has developed a new 
version of the Whistl Sort Database, which contains 
the zonal indicator. 

5. Bundles 

Mail should be bundled as per section 6.4 of this 
guide. 

6. Bag/Tray Labels 

All mail presented using the Premier Zonal Service 
must have the word ‘zonal’ clearly visIble and legible 
on the bag/tray label. 

Bag Labels 
This is what a Premier Zonal bag label looks like: 

NB: for the defned feld information, please refer to 
section 7.0 of this guide. 

Tray Labels 
This is what a Premier Zonal tray label looks like: 
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NB: for the defned feld information, please refer to 
section 7.0 of this guide. 
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Appendix P 
Business Mail Contents 
Guidance and Permitted Items 

Business Mail Large Letter™ content guidance list and Large Letter Mailing Items must be considered 
Royal Mail Business Mail Large Letter™ Permitted individually on its own merits to determine whether it 
Items can be considered to qualify. Royal Mail can update 

this document, so please visit the wholesale website 
Business Mail Large Letter: content for the most up to date version. 
guidance list 

*This list is not absolute or exhaustive and it is to be 
The list of mailing examples below is indicative and used as a guide only.* 
for guidance only. Each request to post Business Mail 

Example of eligible Business Mail Large Letter items 

Example of eligible Business Mail Large Letter items BMLL? Reason 
1 A catalogue, brochure,magazine, newsletter, 

bulletin, pamphlet 
Yes The contents have no intrinsic 

or resale value 

2 A fnancial statement/bill/invoice Yes The contents have no intrinsic 
or resale value 

3 Insurance documentation Yes The contents have no intrinsic 
or resale value 

4 Any form of questionnaire Yes The contents have no intrinsic 
or resale value 

5 A company sending out a membership card to 
a subscribed customer 

Yes The contents have no intrinsic 
or resale value 

6 Any other of general business correspondence from eg 
• change to T&Cs 
• change to T&Cs 
• change of company details 
• legal documents 
• annual reports 
• shareholder updates 
• advertising and promotions 
• personal reminder letters 

Yes The contents have no intrinsic 
or resale value 
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Example of ineligible Business Mail Large Letter items BMLL? Reason 
1 A company/charity sending any item to fulfl an order or 

request made by a customer 
No The content has intrinsic 

or resale value 

2 A company sending any item as part of a service or 
maintenance contract e.g. warranty replacements, service 
contracts, 

No The content has intrinsic 
or resale value 

3 A company/charity sending a gift or sample of its products 
or services 

No The content has intrinsic or 
resale value. NB. Items sent for 
advertising purposes may be 
sent via Royal Mail’s Advertising 
Mail service 

4 A company sending any form of collectibles No The content has intrinsic 
or resale value 

5 Any form of mail sent in padded envelopes No Padded envelopes are ineligible 
for Business Mail Large Letter 

6 Any form of mail sent in cardboard packaging No Cardboard packaging is 
ineligible for Business Mail 
Large Letter 

7 Any form of mail sent in stif or infexible packaging e.g. 
stif plastic or card 

No Stif or infexible packaging is 
ineligible for Business Mail 
Large Letter 

8 A company sending business mail to an address overseas No Ineligible due to overseas 
address 

Permitted Item Detailed description 
Tickets Non-transferable tickets that are being 

sent through the post in fulflment of an 
order 

Vouchers Non-transferable vouchers that are being 
sent through the post in fulflment of an 
order 

Magazines/Newspapers A publisher sending newspapers/ 
magazines (including magazines that 
have been ordered/paid for by the 
customer) 
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Appendix Q 
Using Mailmark 

1. Services and Formats available with 
the Mailmark Option 

The Mailmark Option can be used with the following 
sortation, formats and service options provided that 
the mailing Items meet the machine-readable 
requirements set out in this appendix: 

Sortation level: Access 70 
Format: Letter; 

Large Letter. 

Additional options: 
Advertising Mail; 
greenpost Mail Entry; 
greenpost Mail Intermediate; 
Business Mail Large Letter. 

2. Accreditation (Quality Assurance 
Process) 

The Mailmark Option ofers the beneft of being able 
to assess the performance of your Mailing Items. There 
is therefore no need for an upfront accreditation 
check of your Mailing Item design or address, Postcode 
and Delivery Point Sufx (DPS) accuracy. 

You need to be able to be able to create and apply 
Mailmark barcodes and you must be able to upload 
eManifests into eMHS. 

3. Address Quality 
The performance of your mailing consignment is 
optimised when each Mailing Item is: 
• well designed; 
• every Mailmark Mailing Item has a full and accurate 

address and Postcode; 
• the address and Postcode on the Mailing Item is 

consistent with the Postcode and the DPS 
contained within the Mailmark barcode on the 
Mailing Item and the corresponding item record in 
the eManifest; and 

• the address, Postcode and DPS elements correctly 
match the record held in PAF®. 

Our sorting machines use PAF® as one source of data 
to successfully sort and sequence your Mailing Items 
without manual or other intervention. 

If poor Mailing Item design or poor address and 
Postcode accuracy mean that your Mailing Items 
require manual handling or other intervention then a 
Surcharge will be payable or appropriate pricing 
adjustments will be made to the afected Mailing 
Items. 

If address and postcode accuracy drops below 90% 
(or 95% for Responsible Advertising Mail Intermediate 
level) when compared to PAF® you may see an 
invoice adjustment to cover the costs of us conveying 
poorly addressed Mailing Items. 

4.0  Addressing Standards 

4.1  Address Content 
A Delivery Address must be present on every Mailing 
Item (on the same side as the Indicium) and must 
contain at least: 

1. the addressee name; 

2. the geographic address which consists of: 

• one premise element (e.g. house number, house or 
building name, organisation) (e.g. 34, Bell House, 
Royal Mail); 

• one thoroughfare element (e.g. The Mews, Western 
Road); and 

• one locality information element (e.g. dependent 
locality, post town) (e.g. Hedge End, OXFORD). 
Where there is both a locality and a post town in 
the corresponding PAF® record it is recommended 
that both are included; and 

3. the Postcode 
If there is no thoroughfare element contained in the 
PAF® this need not be included. The Delivery Address 
may optionally contain an additional single line 
immediately above the addressee name to contain 
your Mailer Defned Information (MDI) – for example, 
a reference number, or SSC. mailer defned information* 
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Optional e.g. ZW4367 
Addressee element Name 

Title 
Premise elements Organisation 

Sub-building 
Building name 
Building number 

Thoroughfare elements Dependent thoroughfare 
Thoroughfare 

Locality elements Double dependent locality 
Dependent locality 

Post Town 
Postcode Postcode 

* see Address structure and layout for details on MDI 

To optimise the performance of your Mailmark Mailing 
we recommend that every Mailing Item has an 
address set out in a manner that makes it machine 
readable. We recommend that: 

• no element is wrapped over two or more lines; 
• where two elements appear on the same line (e.g. 

premise and thoroughfare elements (e.g. 300 
Western Road)) they are only separated by 1 or 2 
character spaces; 

• no two elements are separated by punctuation; 
• no two words are more than 5mm apart; 
• there are no blank lines; 
• all lines in the Delivery Address are left justifed; 
• the post town is on a line of its own; 
• the Postcode is the last element of the Delivery 

Address and is on a line of its own; 
• the County is not included; and 
• the Country is not included. 

The recommended layout for the last two lines of a 
Delivery Address is set out below: 

Post Town 
POSTCODE 

The following layouts are not recommended but are 
acceptable as long as there is no other text on the 
front of the Mailing Item or insert that looks like an 
address: 

Post Town County 
POSTCODE 

County 
POSTCODE 

Post Town 
County POSTCODE 

Thoroughfare or Locality element 
Post Town POSTCODE 

D Faydherbe 
Operations Director 
Royal Mail 
South Wing 
Bell House 
B 25 Bell Complex 
The Mews 
300 Western Road 
Otterley 
Hedge End 
OXFORD 
OX4 5ZZ 

Premise elements 
You must include at least one of these 4 elements, so 
that a single delivery point is defned. You don’t have 
to include all the premise elements, even if they are 
included in PAF® but building numbers must be 
applied on the same line as the Dependent 
thoroughfare or thoroughfare information. 

Organisation Royal Mail 
Sub-building South Wing 
Building name Bell House 
Building number B 25 Bell Complex 

Thoroughfare elements 
PAF® will give one of 3 possible combinations but 
please note that: 

1. the dependent thoroughfare descriptor (i.e. 
Avenue, Road, Street, Lane, etc.) must be applied 
on the same line as the dependent thoroughfare 
information (e.g. Acacia); 

2. the thoroughfare descriptor must be applied on 
the same line as the thoroughfare information (e.g. 
Western): 

• no thoroughfare: no need to include anything in 
this part of the address; 

• a thoroughfare but not a dependent thoroughfare: 
include the thoroughfare; and 

• both a dependent thoroughfare and a 
thoroughfare: include the former. If space allows 
you can also include the thoroughfare, though it’s 
not compulsory; and 

3. building numbers must be applied on the same line 
as the dependant thoroughfare or thoroughfare 
information. 
Dependent thoroughfare 1 Acacia Avenue 
Thoroughfare Western Road 

Locality elements 
You must include at least one locality element. You don’t 
have to include them all, even if they are included in 
PAF®. 
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To optimise the performance of your Mailmark Mailing 
Item we recommend that every entire Delivery 
Address is printed in Title Case with the exception of: 

• the Post Town which must be printed in Title Case 
or UPPER CASE. e.g. Milton Keynes, 
ROSS-ON-WYE; and 

• the Postcode must always be printed in UPPER 
CASE. 
Double dependent locality Otterley 
Dependent locality Hedge End 
Post Town OXFORD 
Postcode OX4  5ZZ 

Every Mailmark Mailing Item has a full and accurate 
address and Postcode. In order to be full and 
accurate the Postcode must be able to generate an 
address from PAF® which can be matched to the 
minimum requirements above (at least one premise 
element, one thoroughfare element and one locality 
element). 

The Postcode must always appear in UPPER CASE 
letters and numerals on the last line of the Delivery 
Address. 

We recommend that there must be one or two 
character spaces between the two parts of the Postcode. 
Typically, the frst part (i.e. OX4) is the outward code 
and this identifes a post town or a district within a 
post town, the second (i.e. 5ZZ) is the inward code 
which represents the street information. 

Post Town OXFORD 
Postcode OX4 5ZZ 

6. Addressing structure and layout 

The Delivery Address Block is comprised of 3 
elements: 

1. mailer defned information (MDI) – this is an 
optional line of reference information printed as 
part of the Delivery Address Block; 

2. addressee name; 
3. geographical address and Postcode. 

Figure 1: Address Block 

There must only be one Delivery Address Block on 
each Mailing Item and it must be on the same side as 
the Indicium. 

7. Fonts 

There are a variety of fonts you can use, though to 
optimise the performance of your Mailmark Mailing 
Item we recommend you use one from the ‘preferred 
fonts’ list wherever possible. 

We also recommend that: 

• you regularly check the quality of your print output 
for clarity; 

• you do not use any serif, handwritten, italic, script, 
bold or underlined fonts or the computer zero 
symbol; 

• the font is of the same size, type, colour and in the 
case of Large Letters, larger than that used in any 
Return Address information; and 

• non-proportionally spaced fonts are preferred. 

Fonts or Typefaces with the following characteristics 
are recommended: 

• size – Height: 2mm min; 7mm max. Width: 7mm max; 
• dimension – minimum ratio of lower case height (b) 

to upper case height (a) of between 2:3 and 3:4. A 
ratio of width (c) to height (a) of approximately 2:3; 

• consistency – each line of the address should be of 
the same typeface and size; 

• quality – characters should be complete, clear, 
uniform and of high resolution, with individual 
stroke thickness of between 8% and 16% of the 
height of the character; 

• material – the material on which the Delivery 
Address is printed should be at least 35% in the red 
region (600nm) when measured by a spectral 
refectometer, and should be white, cream, buf or 
other light or pastel shade that has a minimum 
refectance diference of at least 30%; 

• contrast – there should be a contrast between the 
characters and the background on which they are 
printed of at least 50% (55% if it is to be read 
through a window). Please note that positive 
contrast or inverse printing (Delivery Address Block 
lighter than the background) is not permitted; 

• character spacing – there should be a fxed pitch of 
between 10 and 12 characters per inch (or between 
10 and 12 point size), with clear vertical gaps of at 
least 0.25mm between the extremities of adjacent 
characters; 

• if you are using proportionally spaced text, you 
should keep spacing of at least +0.75, as this 
signifcantly improves the rate at which addresses 
can be read; and 

• line spacing – you should have uniform spacing 
between all lines of the address of at least 
1mm - 4mm and there are no blank lines. 
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8. Punctuation 

To optimise the performance of your Mailmark Mailing 
Item we recommend that: 

• punctuation and non-alpha numeric symbols are 
only used in the Delivery Address where it appears 
in the corresponding PAF® record. For full details 
on allowable punctuation within a PAF® record 
please see PAF® Digest, available from www. 
royalmail.com or ask your Access Account 
Manager; 

• punctuation is only used in the addressees name, 
addressee title, department name or in the MDI 
within the Delivery Address Block; and 

• punctuation is not used to separate address 
elements or components within an address 
element. 

Alternatively, you may remove all punctuation from 
the address, even if it is contained in the 
corresponding PAF® record. 

9. Delivery Address Block 
recommendations 

The Delivery Address Block is defned by having an 
imaginary rectangle drawn around the outer 
extremities of the address including the addressee 
name and, where included, the MDI. 

9.1 Letter Format Mailing Items 
To optimise the performance of your Mailmark Mailing 
Item we recommend that the Delivery Address Block: 
is beneath and to the left of the Indicium which must 
always appear in the top right hand corner of the 
Mailing Item whether it is landscape or portrait; 

• is at least 15mm from the short edges of the 
Mailing Item; 

• is at least 18mm from the long edge of the Mailing 
Item furthest away from the Indicium; 

• is at least 40mm from the long edge nearest the 
Indicium if there is something else on the Mailing 
Item which looks like an address; 

• when positioned near the top, the Postcode is at 
least 50mm from the long edge of the Mailing Item 
nearest to the Indicium; and 

• has edges that each are parallel with one of the 
four edges of the Mailing Item (i.e. it should not be 
skewed (i.e. squashed or stretched in any direction 
to form a parallelogram that does not have four 90 
degree vertices)) or rotated (i.e. it retains four 90 
degree corners but no longer has edges that are 
parallel with the edges of the Mailing Item). 

9.2  Large Letter Format Mailing Items 
To optimise the performance of your Mailmark Mailing 
Item we recommend that the Delivery Address Block: 

• is beneath and to the left of the Indicium which 
must always appear in the top right hand corner of 
the Mailing Item whether it is landscape or portrait; 

• is at least 40mm from the top edge of the Mailing 
Item; and 

• is at least 15mm from the left and right edges of 
the Mailing Item. 

Please note that we do recommend no more than 20mm 
of excess poly around the Large Letter Mailing Item. 

9.3 MDIs included on Letter and Large Letter format 
mailing items 

For Letter and Large Letter formats where you have 
chosen to have an MDI we recommend that it: 

• is in a single line which has no more than 64 
characters; 

• is above the addressee name; 
• is left justifed and aligned with the rest of the 

elements in the Delivery Address Block; 
• maintains the same line spacing as the rest of the 

Delivery Address Block; and 
• uses typeface as opposed to pictures or non-

typeface graphics. 
• It is a requirement that you do not include any type 

of barcode as an MDI above the addressee name. 
(The 2D Mailmark barcodes have space within 
them for customer use which could be used for 
mailer defned type information). 

Please note that a Mailmark barcode can appear 
adjacent to a Delivery Address Block. 

10 Delivery Address Block Clear Zone 
Recommendations to optimise the performance of 
your Mailmark Mailing Item: 

• no other text/information that could be construed 
as a Delivery Address should be included on the 
front of the Mailing Item. This includes any areas of 
an insert which may appear in the window of the 
Mailing Item arising from insert movement; and 

• with the exception of the Mailmark barcode (see 
next point) that there should be a clear zone of 
5mm or more to be around the extremities of the 
full Delivery Address Block. By ‘clear’, we mean 
clear of print, patterning, graphics or any text 
including when the Mailing Item is tapped in turn 
on each of the four sides. 
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Figure 2: Clear zones 

We anticipate that the most likely position for a 
Mailmark barcode will be adjacent to the Delivery 
Address Block. 

A Mailmark barcode may encroach on the 5mm clear 
zone which is recommended around the Delivery 
Address Block but there must always (and, for clarity, 
this is a requirement, not a recommendation) be a 
clear zone of: 

• at least 2mm between the Delivery Address Block 
and a Royal Mail 4-State Mailmark barcode (see 
Figure 3); or 

• at least 4 times the size of the modules in the 
Mailmark barcode between the Delivery Address 

Figure 3: Delivery Address and Mailmark Block 

Block and a 2D data matrix Mailmark barcode. A 
2D data matrix is made up of modules and these 
can vary in size from 0.5mm and 0.7mm. The clear 
zone must therefore be at least 2mm when printed 
at 0.5mm and at least 2.8mm when printed at 0.7mm. 

If a Mailmark barcode is placed adjacent to the 
Delivery Address Block then the imaginary rectangle 
drawn around the outer extremities of the Mailmark 
barcode and the Delivery Address Block forms the 
‘Delivery Address and Mailmark Block’. 
The following diagrams show the 2mm clear zone 
required between a Royal Mail 4-state Mailmark 
barcode and the Delivery Address Block (not to 
scale): 

Please note that: 

• The same principle applies to the gap between a 
2D data matrix Mailmark barcode and the Delivery 
Address Block. 

• It is mandatory that the Mailmark barcode and 
clear zone remains visible at all times. 

Labels 
The left, right, top and bottom edges of the Delivery 
Address Block or Delivery Address and Mailmark 
Block must be at least 2mm away from the edge of 
any label, and can only be this close if there is a total 
of 5mm clear area between the left, right, top and 
bottom edges of the Delivery Address Block and any 
print, graphics or patterning on the envelope or any 
other surrounding material. 

Please note: 

There is a requirement for there always to be a gap of 
at least 4 times module size between a 2D data 
matrix Mailmark barcode and the edge of any label 
and there must always be a gap of 2mm between a 
Royal Mail 4-state Mailmark barcode and the edge of 
any label. 
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Inserts Figure 4: Insert clear zones 
• where the Delivery Address Block or Delivery 

Address and Mailmark Block is on an insert within a 
window or viewed through polymer, the Delivery 
Address Block or Delivery Address and Mailmark 
Block (with the exception of the MDI (if present), 
addressee name and title and Organisation name) 
must be fully visible, with the left, right and bottom 
edges of the Delivery Address Block or Delivery 
Address and Mailmark Block (with the exception of 
the MDI, if present, Addressee’s name and title, and 
Organisation name) at least 2mm away from the 
window edge (4 times module size between a 2D 
Mailmark and the edge of a window); 

• if the Mailmark barcode appears directly below the 
Delivery Address Block no clear zone is required 
within the window above the Delivery Address and 
Mailmark Block. In this situation some or all of the 
MDI (if present), the addressee’s name and title, 
and the Organisation name may tap out of the 
window (to the top or to the right) as long as they 
are capable of being tapped back in; 

• there remains the recommendation of a 5mm clear 
zone around the top, bottom, left and right edges 
of the Delivery Address Block or Delivery Address 
and Mailmark Block, which is free from text, 
graphics or patterning. Therefore the clear zone 
recommendations that are not met within the 
window can be met through the provision of 
further clear zones on the envelope; 

• please note that the window edge itself is not 
considered an infringement of the 5mm Address 
Block clear zone but it is considered an infringement 
on the Mailmark barcode clear zone; and 

• no part of the Delivery Address Block (aside from 
the MDI, if present, addressee’s name and title, and 
Organisation name) taps out of the window on a 
paper envelope or the ‘clear’ window area on a 
polymer envelope or polywrapped item. 

During design, printing and enclosing, you should 
take into account the various tolerances associated 
with these processes to ensure that each Mailing Item 
within your mailing consignment meets these 
recommendations. 

The recommendations and requirements set out in 
this section apply at all times, including after the 
Mailing Item is tapped on any of its four edges to 
induce maximum insert movement. 

For clarifcation, please see Figure 4, which shows a 
Delivery Address Block with the 2mm and 5mm clear 
zones represented in a window (not to scale): 

Please note: 

Whilst the window edge within the 5mm zone should 
be clear of print, graphics or patterning it can be any 
colour as long as it is clear solid and meets the print 
contrast ratio recommendations. 

Mailmark barcodes may also be positioned above, 
below, to the left or to the right of the Delivery 
Address Block and may also be positioned (window 
size permitting) vertically. It is recommended that 
they are always parallel with one edge of the Delivery 
Address Block and with one edge of the Mailing Item. 

11. Return Address 

It is a requirement that each Mailing Item includes a 
return address on the outside of the Mailing Item in a 
manner that we can machine read it and the address 
must be preceded with the words ‘Return Address’ 
on its own on the frst line (in the position normally 
taken by the addressee name in a Delivery Address). 

We recommend that the return address: 

• is entirely within 40mm of the top of the Mailing 
Item (preferably on the back face of the Mailing 
Item); 

• is entirely at least 75mm from the right hand edge 
if on the front of the Mailing Item; 

• includes all the elements of the geographic address 
laid out below the ‘Return Address’ line of text and 
adheres to the layout recommended for a Delivery 
Address; 

• is, if on the front of the Mailing Item, made up of 
font that is smaller in size than the font that is used 
in the Delivery Address; 

• is one of the non-proportional fonts detailed in the 
font list that is recommended for the Delivery 
Address. 

We recommend that the Postcode of the return address 
is encoded into the Mailmark barcode (if the Mailmark 
barcode that you have chosen has that data feld). 

Please note: For mail pieces that are classifed as 
large letters because they are thicker than 5mm, we 
will only be able to process returned items if the 
return address is placed on the reverse of the mail 
piece within 40mm of the top. 
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 12. Mailmark Letter Format 
specifcations 

12.1  Letter dimension requirements 
Letter format Mailing Items must be rectangular 
(portrait or landscape) or square, and each Mailing 
Item must have four straight edges and four right-
angled (90°) corners. The Letter dimension 
requirements are set out in the table below. These 
dimensions apply to the fnished Mailing Item. 

12.2 Flaps and sealing 
It is recommended that the opening faps are 
gummed and sealed as far along the edge as possible 
and that the remaining three edges are fully and 
totally sealed. The sealing recommendations vary 
depending on whether the Mailing Items are 
presented in bags or trays. 

Figure 5: Sealing tolerances – tray 

12.2.2 Sealing tolerances – bagged mail 
For all other Letter Mailing Items there is a 
recommended tolerance of up to 25mm from the 
right and left edges and 35mm from the top edge 
where the faps do not have to be gummed or sealed. 

Format Size Weight Thickness Shape

Letter 

Rectangle: 
Max 165mm x 240mm 
Min 110mm x 140mm 
Square: 
Max 165mm x 165mm 
Min 140mm x 140mm 

Max 100gms Max 5mm 
Min 0.25mm 

Each corner to be 90°. 
Portrait, landscape or 
square 

12.2.1 Sealing tolerances – Trayed Mail 
For DL and C5 sized Letters with rectangular or 
trapezium shaped opening faps presented in trays 
only, there is a recommended tolerance of up to 
35mm from the left and right edges and 35mm from 
the top edge where the faps do not have to be 
gummed or sealed. 
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12.2.3 Sealing Advice 
The objective is that the sealed side seams cannot 
easily be lifted. This is achieved if the glue is close 
enough to the edge. 

The envelope will have a fold and an opening fap. It 
is recommended that it is sealed continuously and 
securely on the remaining sides which are not the 
closing fap i.e. the glue used to seal the sides must 
be in the form of a continuous seal and placed in such 
a position that the two elements of unglued paper 
cannot be easily lifted, separated, folded or torn. 

12.3 Inserts 
Mailing items must not have contents that burst out 
of and cause damage to the Mailing Item or that 
move to such a degree that the Mailing Item buckles 
as it passes through our machines. It is therefore 
recommended that the largest paper insert 
movement is restricted as follows: 

• for Letters up to 2mm thick, no more than 30mm 
within the Mailing Item; and, 

• for Letters over 2mm and up to 5mm thick, no 
more than 20mm within the Mailing Item. 

It is recommended that the paper used for the insert 
has opacity of at least 85% (BS ISO 2471) to prevent 
any character on the reverse side showing through 
afecting the read of the Delivery Address or 
Mailmark barcode. 

It is a requirement that the Mailing Items do not 
include any metal items that are larger than a 
standard paperclip or staple as our machines will 
reject these Mailing Items automatically. 

12.4 Material 

Material requirements 
• envelopes must be made out of paper only; 
• you cannot use polythene, plastic or transparent 

materials or envelopes with apertures; and 
• if you wish to apply a Mailmark barcode to Letter 

format Mailing Items that are polywrapped, you 
can do so provided that you present, declare and 
pay for the items as Large Letters. 

Material recommendations 
It is recommended that: 
• Opacity – the paper used for the envelope and the 

paper which the address is printed on is more than 
85% opaque to prevent any character on the 
reverse side showing through (BS ISO 2471 paper 
and board); 

• Porosity – the paper has porosity of <700 ml/ 
minute; 

• Absorbency – the paper has absorbency of 15-
35gsm of water in one minute; and 

• Density – the paper has a density no less than 70g 
per square metre (gsm). Postcards are 
recommended to be made of paper with a density 
no less than 200gsm and should be at least 
0.25mm thick. 
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12.5 Perforations 
It is recommended that the Mailing Items have 
perforations or tear-of strips that meet the 
specifcations detailed below in order to ensure they 
can be processed efciently and without any damage 
being caused. 

You have the option of using either ‘roulette’ or ‘zip 
Strip’ perforations, or designing a ‘pressure seal’ 
envelope which efectively has double roulette 
perforations on the reverse. 

12.5.1  Roulette Perforations 
It is recommended that: 

• the perforations be die cut into the Mailing Item, 
the cut being the hole, and the bridge being the 
paper that is left intact and subsequently torn 
when the Mailing Item is opened; 

Figure 7 Perforations 

• the paper weight for the Mailing Items be ≥100gsm; 
• the perforations be located to both ‘short’ sides of 

the Mailing Item, and one of the long sides of the 
Mailing Item, i.e. only 3 sides should be perforated; 

• the perforations are inset from the edge of the 
Mailing Item by 12 ± 1mm; 

• the cut of the short side perforations are set at 1.3 – 
2mm and with a bridge of 0.8mm as illustrated in 
Figure 9. Each cut should be of uniform size and 
each bridge should be of uniform size; 

• the cut of the long side perforation is set at 0.5 – 
1.4mm and with a bridge of 0.4mm as illustrated in 
fgure 9. Each cut should be of uniform size and 
each bridge should be of uniform size; 

• the cuts are rectangular in shape and have a width 
of 0.1mm; 

• the short side perforations extend from each edge 
of the envelope; 

• the long side perforation do not extend beyond the 
short side perforations; 

• the Indicium is not printed over the perforations. 
This efectively reduces the area available for your 
Indicium as follows: 
– in landscape orientation where the Indicium is 

adjacent to both ‘long’ edge and ‘short’ edge 
perforations the Indicium should be inset and be 
12 ± 1mm on 2 sides. This limits the area available 
for your Indicium to a maximum of 64mm by 
29mm; 

– in landscape orientation where the Indicium is 
adjacent to just the ‘short’ edge perforation the 
Indicium is recommended to be inset on 1 side 
by 12 ± 1mm. This limits the area available for 
your Indicium to a maximum of 64mm by 40mm; 

– in portrait orientation where the Indicium is 
adjacent to just the ‘short’ edge perforation the 
Indicium is recommended to be inset on 1 side 
by 12 ± 1mm. This limits the area available for 
your Indicium to a maximum of 75mm by 29mm; 

– in portrait orientation where the Indicium is 
adjacent to both ‘long’ edge and ‘short’ edge 
perforations the Indicium is recommended to be 
inset and be 12 ± 1mm on 2 sides. This limits the 
area available for your Indicium to a maximum of 
64mm by 29mm; 

• no other colour is visible through the perforations 
in the Tag and Route Clear Zones; 

• the perforated edges are securely sealed all round 
from the perforation to the letter edges; 

• the glue does not run out onto the outside of or 
produce protruding mounds on the Mailing Item; 

• the glue is fully cured before you handover your 
mailing to us; and 

• the tensile strength of the glue is recommended to 
be ≥0.4N and fbre tear must be exhibited on 
separation. 

Figure 8 Perforation sizes 

12.5.2 Pressure Seal Envelopes 
A pressure seal envelope is a single sheet of paper 
which has been folded either two or three times to 
make a DL or C5 size Mailing Item. The short sides 
need to be sealed and are opened by means of a 
standard perforation. One long side has to be a fold, 
the other will be sealed and have efectively a 
‘double’ perforation to allow the item to be fully 
opened. 

It is recommended that: 

• the short sides have perforations through all layers 
of the Letter (there will be 3 layers of paper for DL 
or 2 layers of paper for C5 size Mailing Items); and 

• the long side has a roulette perforation that does 
not go through to the front of the Mailing Item. The 
Mailing Item is opened by removing the short edge 
perforated strips frst and then tearing back the 
tear of strip on the reverse. 
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Design and general requirements for pressure seal 
envelopes: 

• the Mailing Item is produced from a single sheet of 
paper; 

• • inserts are not permitted; 
• DL design must be > 100gsm (3 ply); 
• C5 design must be > 150gsm (2 ply); 
• landscape or portrait are permitted; 
• Mailing Items must not be square; 
• perforations to be on both short sides; 
• the roulette tear strip must be on the back of the 

Letter; and 
• the longest edge from the Indicium must be a fold 

(bottom edge for landscape, left side for portrait). 

Perforated strip (short edges) 

It is recommended that: 
• the Roulette Perforation specifcation is followed 
• the cut of the perforated strip perforations is set at 

1.3mm – 2mm and with a bridge of ≥0.8mm; and 
• the cuts are rect≤angular in shape and have a 

width of ≤ 0.1mm. 

Perforated strip (long edge on reverse) 

It is recommended that: 
• only one roulette tear strip is on each Letter; 
• is the strip be die cut into the Letter; 
• is the strip be placed on the back of the Letter (i.e. 

the side which does not have the Delivery Address 
and Indicium) and should run parallel to the long 
edge; 

• is the strip be >10mm from the long edge of the 
Letter and should be >10mm wide; 

• the cut is set at <3.3mm and with a bridge of 
>0.6mm; 

Figure 9 Perforation positioning and tear direction 

• each cut is of uniform size; 
• each bridge is of uniform size; 
• the cuts are rectangular in shape and have a width 

of <0.1mm; 
• if the ‘long’ perforation extends into the ‘short’ side 

perforations, it is securely sealed i.e. the 
strips are totally sealed along their length; 

• the edge between the tear strip and the edge of 
the Letter is securely sealed along its entire 
length; 

• sealing adhesive is < 80 microns thick; 
• the glue does not run outside of or produce 

protruding mounds on the Mailing Item; 
• the glue is fully cured before you handover your 

mailing to us; and the tensile strength of the glue is 
≥0.4N and fbre tear should be exhibited upon 
separation. 

12.5.3 Zip Tie Perforations 

Recommendations: 
• the Mailing Items may be presented in both 

landscape and portrait orientation; 
• the zip tie should be die cut into the Mailing Item; 
• the paper weight for the Mailing Item should be 

≥150gsm; 
• the zip tie should always be placed on the back of 

the Mailing Items; 
• the zip tie may be positioned either horizontally or 

vertically, but the ‘tear’ direction of the tie is 
dependent upon the orientation of the Mailing 
Item. Figure 9 illustrates the back of the landscape 
and portrait oriented Mailing Items, the orientation, 
and ‘Tear’ directional requirements (the relative 
position of the Indicium on the front of the Mailing 
Item being illustrated). 
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It is recommended that: Figure 11 Zip tie dimensions 

• the zip tie is located on a fap that is ≤ 40mm wide, 
as illustrated in Figure 10 and 

• the zip tie is positioned ≥ 9mm from the edge of 
the fap, as illustrated in Figure 10. 

Figure 10 Perforation positioning 

It is recommended that: 
• all cuts and bridges are of uniform size; 
• the cuts are rectangular in shape and have a width 

of ≤ 0.1mm; 
• the glue used to seal the fap does not run out onto 

the outside of or produce protruding mounds on 
the Mailing Item; 

• the glue is fully cured before you handover your 
mailing to us; and 

• the tensile strength of the glue must be ≥ 0.4N and 
fbre tear should be exhibited on separation. 

The dimensional for the cut of the zip tie are provided 
in Figure 11. 

Figure 12 Flexibilty 

12.6 Flexibility 
It is recommended that Mailing Items are fexible 
enough to be capable of being processed in our sorting 
machines without damage to the machine, the Mailing 
Item, or other Mailing Items. Each Mailing Item should 
therefore be capable of being transported around a 
pulley with a radius of 140mm with a maximum force of 
26 Newtons. Items that are too stif will not be able to 
meet this recommendation, as illustrated in Figure 12. 

12.7  Window Envelopes – General 

It is recommended that: 
• gloss – the maximum gloss value of the window 

material is 150 when measured at 60º in 
accordance with ASTM 2457 ‘Standard Test Method 
for Specular Gloss of Plastic Films’; 

• haze – the window haze should not exceed 75% in 
accordance with ASTM D1003 ‘Standard Test 
Method for Haze of Plastic Films;’ 

• strength – the window is robust enough not to 
become deformed. It should be fxed to the 
envelope evenly across the surface area it is in 
contact with; and 

• location – it is recommended that only one window 
(two at maximum) appears on the front of the 
Mailing Item and that the window(s) do(es) not 
take up more than 50% of the surface area of the 
surface area. 
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12.7.1  Windows on the reverse 
For Letter format Mailing Items only, a maximum of 
one window is permitted on each face i.e. one on the 
front and one on the back. 

Window dimensions: 

• front window dimensions: the shape must be 
rectangular, <174mm long and <45mm high; and 

• back window dimensions: the shape must be 
circular, <48mm diameter. 

Window position: 

If a window is on the back face of the Mailing Item 
the perimeter of the window must be 31mm ± 2mm 
from the bottom of the envelope and centred along 
the long edge. 

12.8 Clear Zones 
Clear zones are the areas on your Mailing Items that 
you must leave free of any text or markings. They are 
used by our machines to identify the Delivery Address 
Block, Delivery Address and Mailmark Block and 
Mailmark barcode and enable us to print and read tag 
and route codes. 

You are recommended to leave a clear zone on each 
Mailing Item where we can apply a unique tag code. 
For landscape Mailing Items this area starts 60mm 
from the bottom edge up to 10mm high, stretching 
100mm from the right hand edge. Portrait Mailing 
Items should be rotated to be landscape with the 
Indicium in the top left hand corner and the tag code 
clear zone is as set out for landscape Mailing Items. 

We also recommend that you leave a clear zone that 
starts from the bottom edge up to 18mm high, 
stretching to 130mm from the right edge. 

13. Mailmark Large Letter
Requirements 

The recommendations and requirements set out in 
this sections 13 are additional to the 
recommendations and requirements already set out 
in sections 1 – 11 and section 14 but are specifc to 
Large Letter format Mailing Items. You should prepare 
your Mailmark Large Letter format Mailing Items in 
line with sections 1 – 12 and section 14. 

Getting started with the Large Letter format 
In addition to Mailing Items with dimensions that fall 
within the Large Letter size criteria, any Letter format 
Mailing Items that are polywrapped must also be 
presented, declared and paid for as Large Letters. 

13.1  Large letter dimensions 

Format Size Weight Thickness Shape 

Large 
Letter 

Rectangle: 
Max 245mm x 345mm 
Min 162mm x 229mm 
Square: 
Max 245mm x 245mm 
Min 229mm x 229mm 

Max 750gms 
Min 10gms 

Max 10mm 
Min 1mm 

Each corner to be 90°. 
Portrait, landscape or 
square 
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13.2 Position of Logos or Advertising 
To reduce any potential for address interpretation 
errors, any logo or advertising slogan printed on the 
Mailing Item are not recommended to look like an 
address, geographical location, country or a Royal 
Mail bag or bundle label, and they must not be 
printed in the Delivery Address Block, over the 
Mailmark barcode, in any clear zones around either 
the Delivery Address Block and/or the Mailmark 
barcode, or in the Indicium area. Slogans where the 
company name contains the words ‘Return’, ‘Address’ 
and ‘Undelivered’ are not recommended. 

Please note: You must maintain a clear zone of at 
least 2mm around the indicium 

Figure 13 Logo positioning 

13.4 Inserts 

• It is recommended that: 
• for any insert other than the paper contents, they 

are fxed in position so they don’t move around 
during processing. You can use glue or self-adhesive 
tabs to fx any inserts; 

• inserts, other than paper that are placed in an 
envelope, are fxed in position and attached to the 
insert, so that they cannot move around during the 
processing of the Mailing Item. The inserts may 

Figure 14 Spatial distortion 

include small metal objects such as keys, coins, and 
badges; and 

• if you do choose to have any inserts, where you 
have ‘step changes’ in the thickness of the Mailing 
Item, the spatial distortion (i.e. variation in the 
thickness of the contents – see fgure 15) should 
not be more than 50% of the thickness of the 
Mailing Item up to a maximum of 10mm, and the 
address should be on the ‘fat side of any Mailing 
Item. It cannot be placed on any irregular or convex 
shaped sides. 
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Paper envelopes Figure 16 Insert movement polymer 
For paper envelopes, depending on the thickness of 
your Mailing Item, to prevent damage to your Mailing 
Item and other Mailing Items there are limitations on 
how much ‘empty’ envelope you are recommended 
to have i.e. the thicker the item, the less ‘empty’ 
envelope you are recommended to have (see fgure 
16). 

The following applies to the movement of the largest 
paper insert: 

• if your Mailing Item is ≤ 2mm thick there is no 
restriction on the lateral movement of the largest 
paper insert up to the maximum envelope size of 
345mm ; and 

• for any Mailing Item which has a thickness of >2mm 
then the lateral movement of the largest insert 
within the Mailing Item is recommended to be ≤ 
20mm or less. 13.5 Material – Construction 

Figure 15 Insert movement paper 13.5.1  Paper Envelopes 

Polymer Envelopes 
For polymer envelopes or polywrapped Mailing Items, 
where the polymer is transparent only the largest 
insert must be visible to the front of the Large Letter 
and the lateral movement is recommended to be 
<20mm (see fgure 17). There is no requirement for 
the content to be referenced to the bottom left 
corner, but you should ensure that there is no more 
than 20mm along the long edges and no more than 
20mm along the short edges. 

Please note: 
For polymer envelopes or polywrapped Mailing Items 
you will need to allow for any lateral movement when 
defning the Delivery Address Block location. The 
assumption must be made that the poly may fold 
during processing and, should this happen we still 
need a defned clear area from the edge to ensure 
the Delivery Address Block can be read. 

It is recommended that: 
• the envelope paper weight is no less than 70gsm; 
• the paper weight for single piece (folded and 

sealed) Mailing Items is no less than 100gsm; 
• the paper weight for Large Letter sized postcards 

is no less than 200gsm; and 
• the Mailing Items do not have perforations. 

13.5.2 Polymer Envelopes and Polywrap 

• polymer envelopes must be made of polymer flm 
e.g. polyethylene; and 

• materials produced from polymer fbres that are 
randomly distributed and non-directional (laid as a 
web) and bonded together by heat and pressure 
are not acceptable e.g. Tyvek. 

13.5.3 Material – general recommendations and 
requirements 

• Absorbency – (paper based envelopes) 15–35g of 
water in 1 minute (BS EN 20535 - Paper and board. 
Determination of water absorptiveness); 

• Glue – Any adhesives used in the production of 
envelopes are recommended not to leak onto the 
open surface of the envelope and produce 
protruding mounds and is recommended to be 
fully cured when the mail is presented to Royal 
Mail. It is a requirement that Mailing Items are not 
stuck together as we may not be able to read items 
that are and your Appe will appear incomplete. 
When polymer envelopes are used, the glue is 
recommended to be stronger than the polymer 
and is recommended not to produce protruding 
mounds on the mail item; 

• Opacity – ≥85 % (BS ISO 2471 – Paper and board. 
Determination of opacity (paper backing)); 

• Porosity – <700 ml/minute (BS 6538-2 – Air 
permeance of paper and board); 
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Rigidity / Stifness – The acceptable rigidity / 
stifness are recommended to be ≥8N.mm. There is 
no upper limit on Mailing Item stifness. This can be 
measured as follows (see fgure 18): 

• a single large letter should be placed on a fat 
surface with the shortest edge of the large letter 
overhanging a straight edge of a fat surface by a 
horizontal distance of 100mm; 

• the leading edge of the large letter is then released 
and allowed to bend down under its own weight; 
and 

• if the leading edge drops to 40mm or more, then 
the stifness is less than 8N.mm and the large letter 
on machine-readable. 

Figure 17 Rigidity 

Separation – The Mailing Items must not be stuck 
together and it is recommended that they are 
capable of separating to allow them to be efectively 
processed. When placed on a slope of 65º to the 
horizontal, the Mailing Items are recommended to be 
capable of separating, by sliding one from another, 
under the force of gravity (see fgure 19); and 

Figure 18 Separation 

Shape – Mailing items are required to be rectangular or 
square within the permitted dimensions and can be 
laid out in landscape or portrait format. We do require 
you to ensure that the four sides are all straight lines 
and intersected by a 90º angled corner. 

13.5.4 Polywrap outer 

• the flm is required to be intact, undamaged and 
must not be punctured or torn apart from 
perforations (although perforations are not 
recommended)?; 

• the flm must be > 15 μm (15 microns) thick when 
measured at any point on the large letter other 
than the seal; 

• it is recommended that any Mailmark barcode 
printed on the flm must adhere to the flm and 
must not break up or wear during processing; 

• it is recommended that any text printed on the flm 
adheres to the flm and must not break up or wear 
during processing; 

• only be a single layer of flm must cover the 
Delivery Address Block and Mailmark barcode ; and 

• it is recommended that the flm is sufciently 
strong enough to tolerate handling without tearing 
or splitting at the seals. 

13.5.5 Print contrast recommendations 

• Print Contrast Ratio for addresses printed on 
envelopes should be ≥50 %; 

• Print Contrast Ratio for addresses printed on 
window inserts should be ≥55 %; 

• Minimum Refective Diference should be ≥30 %; 
and 

• Minimum Background Refectance should be ≥35 %. 

13.5.6 Print contrast recommendations 
Inverse printing i.e. negative contrast is not permitted 
(i.e. Address Block lighter than background). 

13.6 Flaps and sealing 

This section is divided into paper and polymer/ 
polywrap recommendations and requirements as 
they are diferent. 

Paper envelopes 

• it is recommended that the paper envelopes are 
sealed securely on the back, front and edges; 

• a tolerance of 35mm x 25mm is permitted on the 
opening fap. Regardless of whether the opening 
fap is placed on the front or reverse of the Mailing 
Item (the front being where the Delivery Address 
Block and the Indicium are located) it is 
recommended to be sealed to within 35mm from 
the fold of the envelope and 25mm from the 
envelope side. 
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Figure 19 Sealing tolerances paper 

Polymer envelopes 

It is recommended that: 
• Polymer envelopes are sealed along all the edges 

and have the opening fap on the back; and 
• the opening fap is sealed to within a minimum of 

25mm from the fold of the envelope fap and 25mm 
from the sides of the envelope (see fgure 20). 

Figure 20 Sealing tolerances polymer 
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Poly wrapped Mailing Items 
Mailing items which are poly wrapped must be 
securely sealed on the front, back and side edges. 

The recommendations for any seal which runs along 
the length, or width, of the item are as follows: 

• this seal should be sealed at each end along the full 
length of the seal; 

• the free edge of the seal should be less than 30mm 
deep; 

• the preferred location for the seal is the back of the 
Large Letter; and 

• due to the recommendations for the seal when 
placed on the front, it cannot be across the width 
of the Mailing Item (but if on the reverse it can). 

If you have chosen not to have the seal on the reverse 
and have placed it on the front then please ensure 
you also meet the following requirements: 

• the seal must not be over the Delivery Address 
Block or over the Mailmark barcode; and 

• the seal must be towards the bottom of the Large 
Letter and be no more than 90mm from the 
bottom edge (see fgure 21). 

Figure 21 Sealing poly 

13.7 Windows (paper envelopes) 
Although you are only permitted one window on your 
Mailing Item, you do have the option of using this 
window for either the Delivery Address Block or for 
advertising information. You do need to ensure that 
the window is not an open space i.e. there must be a 
transparent flm covering the aperture and that it is 
square or rectangular (circular windows are not 
permitted). 

As we do not wish to limit your options when it 
comes to designing or purchasing window envelopes, 
we do not have any specifc requirements for the 
strength of the window but we do recommend that 
when we do receive the Mailing Items from you: 
the window flm is not fimsy i.e. should be sufcient 
strength and quality that it is not visibly creased or 
crumpled; 

• it is fat and securely and evenly sealed to the 
inside of the envelope, with corners of the aperture 
that are curved rather than straight as this will help 
prevent damage occurring when the Mailing Items 
are going through the fnal machine sortation 
stage; 

• it does not take up more than 25% of the surface 
area on the side where it is found; 

• the window area where it is used for an address 
should fall within the Delivery Address Block area 
– please see fgures, 22, 25, 28 and 30; 

• Gloss – (window and poly flm): The gloss value 
should be ≤ 150 (American standards of testing and 
materials (ASTM) 2457 Measured at 60 degrees); 
and 

• Haze – (window and poly flm): The haze value 
should be ≤ 75 % (ASTM D1003-00 Procedure A 
(Hazemeter). 

13.8 Delivery Address Block and the Mailmark barcode 
When printing the Delivery Address the 
recommended maximum characters per line of the 
Address Block is 64 and please ensure that the 
content of one address line is not wrapped onto a 
second line i.e. Team Valley Trading Estate must be 
printed on the same line and not spread over two. 

We recommend that you use one of the fonts and 
sizes detailed in section 7 of this Appendix M and 
ensure that each line of the address has characters 
which are the same font and point size and that the 
spacing between the words is less then 5mm. 

Figures 22 – 31 are separated into paper and poly, 
trayed and untrayed and includes C5 (162mm x 
229mm) format because of the smaller area, due to 
the Indicium and return address area, permitted for 
the Delivery Address Block. 

The Delivery Address Block and the Mailmark 
barcode cannot be located in the following areas (see 
also Figures 22 -31): 

On paper envelopes: 
• the Indicium area (40mm from the top of the 

envelope x 75mm from the right); 
• the return address area (40mm down from the top 

and no less than 75mm from the right); 
• the ‘Tag Code Zone’ (referenced on the longest 

edge of the Large Letter, 33mm up from the 
bottom right corner and covering an area 30mm 
high and 110mm long); 

• the ‘Route Code Zone’ (referenced that starts from 
the bottom edge up to 18mm high, stretching to 
130mm in from the right hand edge of your mail 
piece); 

• a ‘frame’ around the Mailing Item (15mm around 
the perimeter i.e. the bottom, left and right edges); 
and over the edge of the envelope fap. 
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On polymer envelopes or polywrapped items: 
• the Indicium area (40mm from the top of the 

envelope x 75mm from the right); 
• the return address area (40mm down from the top 

and no less than 75mm from the right); 
• the ‘Tag Code Zone’ (referenced on the longest 

edge of the Large Letter, 33mm up from the 
bottom right corner and covering an area 30mm 
high and 110mm long – this must include the lateral 
movement i.e. the excess poly of which 20mm is 
the maximum permitted); 

• the ‘Route Code Zone’ (referenced that starts from 
the bottom edge up to 18mm high, stretching to 
130mm in from the right hand edge of your mail 
piece long – this must include the lateral movement 
i.e. the excess poly of which 20mm is the maximum 
permitted); 

• a ‘frame’ around the perimeter of the Mailing Item 
(up to 35mm i.e. a mandatory 15mm and the 
remaining clear area is the excess poly of which 
20mm is the maximum permitted Therefore, if for 
example, your Mailing Item only had 10mm excess 
polywrap then you would be expected to leave 
25mm clear); and 

• over the edge of the envelope fap. 

Label and Tag code application areas 
To allow us to give you as creative a specifcation as 
possible we have removed any mandatory 
requirements specifc to areas where our Tag codes 
or labels and Tag codes will be afxed. The 
information within this Appendix M will allow you to 
make an informed decision when it comes to 
designing your pack design. 

When you present the Mailing Items in trays, there 
will be fewer areas where the Mailmark barcode or 
label with a Mailmark barcode could be applied. This is 
because the Mailing Items will then only be presented 
to the machine in one of two ways. However, when 
mail is bagged it has to then be tipped and trayed at 
the receiving ofce and this increases the likelihood 
of the Tag code or label and Tag code being applied 
to any one of four areas. 

In general, if you have a plain paper outer envelope 
then a Tag code will be sprayed directly onto the 
Mailing Item and if you have a very creative Mailing 
Item or if it is polywrapped or in a poly envelope then 
a label will be applied and a Tag code sprayed onto 
the label. 

Please note: 
• these defned areas relate to how the Mailing Item 

is presented to the machines, so there may be 
instances where a label could be applied a little 
higher or slightly more towards the left than 
indicated. This applies to polywrapped Mailing 
Items specifcally and is purely because the excess 
poly around the insert may fold; and 

• ‘the bottom edge’ of a Mailing Item is always the 
longest edge on which the Mailing Item will be fed 
through and presented to the machine. Mailing 
items are always processed in ‘landscape format’, 
trayed square Mailing Items are processed with the 

Delivery Address Block and Indicium uppermost 
with the Indicium to the top right. 

Trayed 
Trayed Mailing Items are presented to the machines 
according to the orientation of the Delivery Address 
Block and Indicium as follows: 

• landscape Mailing Items (Figures 22, 23 and 24) - 
the address will be upright and the Indicium in the 
top right hand corner; and 

• portrait Mailing Items (Figures 25, 26 and 27) - will 
be rotated to lie on one of the longest edges so 
that the Indicium is vertical in the top left hand 
corner and the address in a vertical position. 

Paper envelope, polymer envelope and polywrap 
items 
When you tray your Mailing Items, because the 
orientation of the Mailing Item within the tray afects 
how it is fed through the machine there will be one 
possible area where we will apply a label if necessary 
and spray a ‘tag code’ mark – you must include the 
‘excess poly’ to the area below (i.e. add a maximum 
of 20mm to the right and 20mm to the bottom): 

• starts from the right hand edge and 33mm from 
the bottom edge; and 

• the code application area is 110mm long and 30mm 
high. 

Unbagged, bagged or in ALPS 
When the Mailing Items are in bags or ALPS, then the 
Mailing Items are presented in landscape orientation. 
They are only put to the machine along one of their 
longest edges therefore Tag code marks could be 
applied in one of two areas for Mailing Items ≥C5 
(162mm x 229mm), or one of four areas for Mailing 
Items ≤C5. 

Paper envelope, polymer envelope and polywrap 
items 
When you do not present your Mailing Items in trays, 
because the orientation of the Mailing Item is not 
pre-defned there will be two possible areas where we 
will apply a label if necessary and spray a ‘tag code’ 
mark - you must include the ‘excess poly’ to the area 
below (i.e. add a maximum of 20mm to each edge): 

• starts in from the bottom right hand edge and 
33mm up from the bottom edge, is 110mm long 
and 30mm high; and 

• starts from the top left hand edge and 33mm down 
from the top left edge, and is 110mm long and 
30mm deep. 

Please note: 
For polymer envelopes or polywrapped Mailing Items 
you will need to allow for any lateral movement when 
defning the Delivery Address Block location. The 
assumption must be made that the poly may fold 
during processing and, should this happen we still 
need a defned clear area from the edge to ensure 
the Delivery Address can be read. See Figures 28, 29, 
30 and 31. 
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14. Mailmark barcode specifcation 

Please note that all specifcations set out in this 
section are requirements unless stated otherwise. 
A Mailmark barcodes can be either a: 

• 2D data matrix barcode; or 
• 4-state barcode. 

2D data matrix Mailmark barcodes 
There are three types of 2D data matrix barcodes: 

• Type 7 
• Type 9 
• Type 29 

2D data matrix barcodes vary in size and shape and 
they contain diferent quantities of spare space. 2D 
data matrix barcodes are made up of black & white 
square modules. Each module must be printed with 
minimum size of 0.5mm x 0.5mm and a maximum 
size of 0.7mm x 0.7mm. Modules must always be 
square so it is not acceptable to print with a module 
size of 0.5mm x 0.6mm or 0.7mm. 

Important note: 
No information (confdential or otherwise classifed) 
should be placed in the spare space within the 2D 
data matrix Mailmark barcode that could or would 
place anyone in danger of breaching their or our data 
protection obligations. 

4-state Mailmark barcodes 
There are two types of 4-state barcodes: 
• Barcode L (long). Length up to 89mm. No spare 

space 
• Barcode C (consolidated). Length up to 76.2mm. 

No spare space 

14.1 Background Refectance (BR) and Refective 
Diference (RD) 
Royal Mail 4-state Mailmark barcode only 
In order to provide sufcient refectance from the 
Mailing Item material that allows sufcient light to be 
refected back, a BR value of a minimum of 35% is 
required. Mailing items not meeting this requirement 
will appear as a block of dark grey or even black, 
making it impossible to identify the Mailmark barcode 
on the Mailing Item. 

In order to provide sufcient contrast between the 
Mailing Item material and the printed Mailmark 
barcode, the RD between the Mailing Item 
background and the BR must be a minimum of 30%. 
Mailing items not meeting this requirement will 
appear as black making it extremely difcult to 
distinguish the Mailmark barcode from the Mailing 
Item material. 

14.2 2D data matrix Mailmark barcode 
A 2D data matrix Mailmark barcode is a specifed 
format of a Data Matrix type ECC200 code 
complying with the international standard ISO/IEC 
16022 whose data content matches a confgurable 
set of characters for the frst 6 characters of the data. 

The supported formats from ISO/IEC 16022 and the 
data content are as specifed within the separate 
document - Mailmark Barcode Defnition Document. 
2D data matrix Mailmark barcodes must be printed 
according to the international standard. 

14.3 Characteristics of 2D Mailmark barcode 
• a 2D data matrix Mailmark barcode is a Data Matrix 

type ECC200 code complying with the 
international standard ISO/IEC 16022. Version of 
ISO specifcation is ISO/IEC 16022:2006; 

• a 2D Mailmark can be any of the following formats 
of Data Matrix type ECC200 as defned in ISO/IEC 
16022: 
- 24x24 modules (Also known as Format 7); 
- 32x32 modules (Also known as Format 9); and 
- 16x48 modules (Also known as Format 29); 

• 2D data matrix Mailmark barcodes must have a 
module size in the range of 0.50 – 0.70mm; 

• the 2D data matrix Mailmark barcode must not 
appear within 15mm of the short edges of the 
Mailing Item, within 18mm of the long edge furthest 
from the Indicium (for landscape items this is the 
bottom edge) or in an area that must be kept clear 
of text or graphics as set out elsewhere in this 
appendix; 

• the 2D data matrix Mailmark barcode must be 
printed on a background that is of consistent 
contrast by design, with a positive contrast for the 
symbol (dark on a light background). Note: Certain 
recycled paper does give an inconsistent 
background, but this is acceptable so long as the 
print quality criteria are achieved. Note the codes 
are always positive contrast. 

• there must always be a clear zone of at least 4 
times the module size around any 2D Mailmark 
barcode. For example if printed with a 0.5mm 
module size the clear zone must be at least 2mm. 
With a 0.7mm module size the clear zone must be 
at least 2.8mm; 

• the 2D data matrix Mailmark barcode can be 
orientated vertically or horizontally but are 
required to have edges that are parallel with the 
edges of the Mailing Item; 

• the 2D data matrix Mailmark barcode is 
diferentiated from other Data Matrix symbols that 
may be present on the Mailing Item by a defned 
string of 6 characters in the frst part of the data 
within the code. All systems that are required to 
read and extract data from the 2D data matrix 
Mailmark barcode shall have a confgurable fle that 
can contain up to 100 diferent 6 character strings 
to identify a 2D data matrix Mailmark barcode type 
from other Data Matrix codes. The confgurable fle 
shall, for each of the 2D data matrix Mailmark 
barcode types defned by the 6 character string: 
- assign the precedence of each 2D Mailmark 
barcode string where more than one 2D Mailmark 
barcode exists on a Mailing Item; and 
- set the threshold limit for the minimum amount 
of unused error correction by the ECC algorithm 
that is allowed before rejecting the code read. 

The representation of the 6 character string within 
the confguration fle shall comprise of characters A 
– Z, 0 – 9, or Space. No wild cards will be used; 
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the 2D data matrix Mailmark barcode is diferentiated 
from other Data Matrix symbols by a defned string of 
6 characters in the frst part of the data within the 
code. Each of the Royal Mail products that use the 2D 
data matrix Mailmark barcode has the following data 
strings in the frst part of the data content: 

- UPU identifer – 1 Characters (J); 
- Royal Mail identifer assigned by the UPU – 3 
Characters (e.g. GBA, or GB<SPACE>); 
- Information (Product) type ID – 1 Character; and 
- Information type ID version number – 1 Character; 

• each attribute within any 2D data matrix Mailmark 
barcode is of a fxed and defned length. This is to 
ensure that any individual attribute can be located 
by specifying the start character of the attribute 
with reference to the start of the character string; 

• the information within the 2D data matrix Mailmark 
barcode shall comply with the C40 encodation 
scheme (Character set) as described within ISO 
16022. All data that is within the code shall comply 
with the C40 Basic Character set (Uppercase 
Alphas, Numerals and SPACE only); 

• the data within the barcode will not comply with 
optional message structures that are referenced 
from ISO 16022, such as ISO 15434 or 15418. The 
data will be a single continuous string of data with 
no header, footer or data identifers included; 

• for 2D data matrix Mailmark barcode, the 
information contained in the barcode is not 
sensitive as much of it can be found within human 
readable information on the Mailing Item and the 
2D data matrix Mailmark Supply Chain ID is not 
relevant to any other Royal Mail or customer 
account information. Therefore, there is no 
requirement for encryption; 

• all of the attributes must start at a defned point in 
the data string, so any missing or optional 
attributes must be flled with the SPACE character 
unless otherwise stated in the barcode defnition. 
The one exception to this rule is the customer data 
space that is available in some codes. Any unused 
data space shall not be flled with space characters 
as this maximises the amount of error correction 
employed in the 2D data matrix Mailmark barcode; 
and 

• where space characters have been inserted into the 
code for the purposes of padding out the code as 
outlined above, these padding characters will not 
be included in the data felds after the parsing of 
the barcode information following barcode reading. 

14.4 Royal Mail 4-state Mailmark barcode 
4-state Mailmark barcodes look like the existing Royal 
Mail 4-state barcodes that are used for CBC mailings. 
However they difer from the existing barcodes as 
they are made up of encoded content, and the bars 
within the 4-state Mailmark barcode do not combine 
to represent alphanumeric characters. 
The encoded content will be output as a string of text 
that consists of 4 characters: 

1. D for Descender bar; 
2. A for Ascender bar; 
3. F for Full bar; and 

4. T for Track bar. 
The DAFT text strings when presented in the Royal 
Mail 4-state font form the Royal Mail 4-state Mailmark 
barcode. Figure 36 shows a Full bar followed by a 
Descender bar, an Ascender bar and a Track bar. 
All systems that are required to read and extract data 
from Barcode C and L Mailmark shall have a 
confgurable fle that can contain up to 100 diferent 
2 character strings to identify diferent data felds 
within the code. The confgurable fle shall for each of 
the Barcode C/L Mailmark defned by the 2 character 
string: 

• assign the precedence of each Barcode C/L 
Mailmark string where more than one Barcode C/L 
Mailmark exists on a Mailing Item; 

• set the threshold limit for the amount of error 
correction by the ECC algorithm that is allowed 
before rejecting the code read; 

The representation of the 2 character string within 
the confguration fle shall comprise of characters 0 
– 9 only. No wild cards will be used. 

14.5 Optical specifcation for all Royal Mail 4-state 
barcode Mailmark 
The Mailmark barcode must be printed so that it 
contrasts with the background, typically black bars 
on a white background, and the print quality shall be 
consistent throughout the code. 

The optical characteristics of the printed Mailmark 
barcode characters can vary substantially, depending 
on the varied print processes used to produce them, 
and the quality of the substrate onto which they are 
printed. Please make sure that the refectance and 
print quality characteristics are maintained within 
acceptable limits, to ensure the reading process is 
reliable. 

14.6 Print Contrast Ratio (PCR) for all Royal Mail 
4-state Mailmark barcodes 
The PCR is an indication of how well the printed 
Mailmark barcode on the Mailing Item stands out 
from the background. For Mailmark barcode mail this 
must be a minimum of 40%. Positive Contrast or 
Inverse Printing (Barcode lighter than the 
Background) is not permitted. 

14.7 Symbology, dimensions and tolerances 
measurement for the Royal Mail 4-state Mailmark 
barcode 
When Mailmark barcodes are magnifed, their edges 
may not always be clearly defned, making accurate 
measurement more difcult. In order to ensure that 
measurements are within required specifcations, it is 
necessary to defne the edges between each light 
and dark element of the Barcode. The edge of a bar 
is defned as: 
“the position where the apparent refectance is 
exactly halfway between the minimum and maximum 
refectance values of the adjacent bar and space, 
when viewed using a circular sample aperture of less 
than 0.6X, where X is defned as the nominal width of 
the bars in the code” 
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Dimensions for a Royal Mail 4-state Mailmark barcode 
Barcode C contains approximately 66 bars 
Barcode L contains approximately 78 bars 

The Royal Mail 4-state Mailmark barcode has been 
developed for use with most common printing 
systems. However, as many of these systems might 
not be able to match ideal requirements, we have also 
incorporated systems that read imperfect Royal Mail 
4-state Mailmark barcodes to the extent those 
practical algorithms will allow. The dimensions shown 
below represent the maximum tolerances that are 
required when using the Royal Mail 4-state Mailmark 
barcodes. 

Dimension recommendations: 
• bar width is set at 0.54mm (with width tolerance of 

+/- 0.05mm); 
• the Ascender and Descender height is set at 

1.9mm; 
• the track bar is 1.4 times module size high (with 

height tolerances of+/- 0.1mm); and 
• the pitch is 21.2 (+/- 0.2) bars per inch (25.4mm). 
• Dimension requirements: 
• 4-state Mailmark barcode edges must be sharp and 

clearly defned to help eliminate misreading. For 
clarifcation, to ensure that this form of code can 
be read: 

- the width requirements apply throughout the 
whole bar i.e. no part of the bar can be less than 
0.38mm wide or greater than 0.64 times module 
size wide; and 

- the print quality must be consistent throughout 
the code and there must be no gaps between the 
printed dots within a bar; 

• there must be between 20 and 24 bars per 25.4mm 
which must be equally spaced; and 

• the 4-state Mailmark barcode must be a continuous 
string of characters and must not include gaps or 
space characters. 

Vertical alignment 
The track element of the bars must be symmetrical 
about the centre line of the code +/- 10% of the 
height of the centre line. 

14.8 Clear Zone for all Mailmark barcodes 
The Clear Zone is the area where the Mailmark 
barcode is placed in addition to a square or 
rectangular border of at least 2mm for Royal Mail 
4-state Mailmark barcodes on all sides and at least 4 
times module size for 2D data matrix Mailmark 
barcodes on all sides. It consists of a background 
with constant refectance, to comply with the optical 
specifcation in this appendix for Royal Mail 4-state 
Mailmark barcode and in the ISO specifcation for 2D 
data matrix Mailmark barcode. 

It is required that no other text, graphic, picture, 
window edge, fap, perforations etc. appear in the 
area taken up by the Mailmark barcode and 
associated 2mm or at least 4 times module size clear 
zone. The minimum module size is 0.5mm x 0.5mm; 

in which case the required clear zone is 2mm. The 
maximum module size is 0.7mm x 0.7mm; in which 
case the required clear zone is 2.8mm. 

It is a requirement that you do not place a border or 
lines around the Mailmark barcode or the associated 
clear zone. 

14.9 Location for all Mailmark barcodes 

Location requirements: 
We require that you place the Mailmark barcode and 
associated Clear Zone: 
• on the same side of the envelope as the Indicium 

and Delivery Address Block beneath the Indicium; 
• is at least 15mm from the short edges of the 

Mailing Item; 
• is at least 18mm from the long edge furthest away 

from the Indicium (i.e. the bottom edge of a 
landscape Mailing Item); 

• does not infringe on any other Clear Zone set out 
in this Appendix or other literature (e.g. the clear 
zone that is required around the Indicium and the 
route and tag clear zones); and 

• has opposite edges that each are parallel with one 
another (i.e. it should not be skewed (i.e. squashed 
or stretched in any direction to form a 
parallelogram that does not have four 90° vertices). 

Location recommendations: 
We recommend that the four edges of the Mailmark 
barcode and the clear zone remain parallel with the 
four edges of the Mailing Item. 

14.10 eManifest 
The eManifest is an electronic record of your 
Mailmark Mailing Items posted against a non-
transferrable SCID on each day. The data within the 
eManifest, together with the machine processing data 
validated against it, is used for reporting. 
eManifest requirements and procedure: 

• an eManifest is a requirement for both 4-state 
barcode Mailmark Mailings Items and 2D data 
matrix Mailmark Mailings Items and is in addition to 
a Manifest; 

• an eManifest is created via the eMHS and 
populated with item level data through a software 
solution or by the Mail Producer’s IT systems. It is 
required for any Mailmark Mailing Item recorded 
against a SCID; 

• one eManifest is required per SCID per day. It is 
important that you include all Mailing Item data in 
the eManifest. If you don’t we will see those items 
as we process them and may invoice the Bill Payer 
for them for them; 

• once the eManifest is created, Mailmark Mailings 
Items are uploaded to each eManifest via the eMHS 
by the Mail Producer in one or more Batches; 

• when a Batch is completed it is closed by being 
submitted, and once all Batches are submitted the 
eManifest must be confrmed; and 

• each eManifest will have a unique eManifest ID. This 
eManifest ID and Supply Chain ID (SCID) must be 
included in the relevant felds on the Manifest. 
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Please note: 
Each Batch must have a minimum volume of 4,000 
Mailing Items. It is possible to split Batches and 
submit more than one Batch to make use of reporting 
by Batch, providing each Batch contains the 
minimum volume of Mailing Items required. 
then you must submit your eManifest: 

• an eManifest is created via the eMHS and must be 
confrmed within 2 calendar days from the time of 
creation; 

• the eManifest can be confrmed up to two days 
prior to the mail handover date; 

• the deadline for confrming Network Access Item 
eManifests is confgured to 9pm on the handover 
date specifed in the eManifest. At this time, any 
remaining open Item eManifests will be 
automatically confrmed and closed to further 
Batch submissions. 

The deadline for confrming Consolidator Item 
eManifests is confgured to 2am on the handover date 
specifed in the eManifest. At this time, any remaining 
open Item eManifests will be automatically confrmed 
and closed to further Batch submissions. 

Handing over Mailing Items 
Mailing Items should be handed over on the day the 
eManifest is confrmed. Please note that if Mailing 
Items are handed over fve (5) or more working days 
after the eManifest is confrmed the Bill Payer may be 
invoiced twice. 

Failure to create an eManifest: 
If an eManifest is not created we may process your 
mail and apply error charges. Please note that 
without an eManifest we cannot provide reporting. 

Mandatory felds within an eManifest: 
The following information is required: 
Header: 
1. Supply Chain ID (SCID) 
2. Mail Originator 
3. Date (the date of the eManifest confrmation and 
the handover date) 
4. eManifest status (open, fnalised, test) 
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